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1
CHARGE CONTROL DEVICE AND DRIVE
LOAD MODULE

TECHNICAL FIELD

The present invention relates to a charge control device
which controls charging to a storage section which stores
electric power for driving a load and supplies the electric
power to the load.

BACKGROUND ART

A recent trend of energy saving has drawn attention to
environmental energy, which exists naturally and does not
depend on fossil fuel etc. Examples of widely known
environmental energy include electric power generated from
solar power or wind power. Environmental energy also
includes vibration energy which usually exists and has as
large an energy density as the previous environmental
energy examples. By efficiently utilizing such usually-ex-
isting energy in driving a load, it is possible to save energy.
However, in order to stably drive the load, it is preferable to
temporarily store generated electric power and then to use
the electric power to drive the load.

For example, there is disclosed a technique of (i) tempo-
rarily storing electric power generated by an optical power
generation element in a storage element and (ii) using the
electric power to drive a watch circuit (see Patent Literature
1). According to the technique, when a voltage stored in the
storage element becomes less than a voltage of electric
power generated by the optical power generation element,
the electric power generated by the optical power generation
element starts being stored in the storage element. Further-
more, there is disclosed another technique of controlling, in
accordance with a voltage stored in a storage battery, start
and stop of charging to the storage battery which is mounted
on an automobile equipped with a power generation device,
such as an alternator, although it is not the one in the field
related to the above-described environmental energy (see
Patent Literatures 2 and 3). As described above, according to
conventional techniques, regardless of whether or not the
techniques are the ones in the filed related to the environ-
mental energy, control of charging to a storage device for
driving a load is carried out in accordance with a comparison
between a stored voltage and a reference voltage.

CITATION LIST
Patent Literature

Patent Literature 1

International Publication W(099/30212

Patent Literature 2

Japanese Patent Application Publication, Tokukaihei, No.
6-323154 A (1994)

Patent Literature 3

Japanese Patent Application Publication, Tokukai, No.
2004-236381 A

SUMMARY OF INVENTION
Technical Problem
In a case where a load is driven by environmental energy,
for stability etc. during driving the load, electric power

obtained from the environmental energy is stored in a
storage device etc. and the electric power thus stored is used
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to drive the load. Note however that, since the amount of
electric power stored in the storage device is variable, it is
necessary to appropriately control a state in which charging
is carried out or a state in which charging is not carried out
(these states are hereinafter referred to as a “state of charg-
ing”). One option to achieve this is to use a timer to carry out
charging to the storage device at regular intervals. However,
since the timer requires energy when being driven, it is not
preferable to use the timer from a viewpoint of the use of
energy. Furthermore, a timing of the charging carried out by
the timer does not necessarily always suitably match an
actual state of charging of the storage device. Therefore, the
storage device may be overcharged or a long period of time
may be required to charge the storage device.

Furthermore, depending on the size of the load to be
driven or the size of the storage device, there may be a case
in which electric power consumed by driving the load once
is so small that a change in the voltage stored in the storage
device is difficult to detect. If this is the case, when the
timing of charging is to be determined in accordance with
the voltage stored in the storage device, the timing may not
always be appropriate. Another option is to reduce the
difference between an upper limit voltage (a threshold
indicating a full charge state) and a lower limit voltage (a
threshold indicating the state in which the storage device
needs to be charged) which is set in a detection device, in
order to detect a minute change of the voltage. However, in
this case, noise caused by a disturbance factor makes a great
impact on the detection of minute changes of the voltage.
Therefore, not only stable charge control but also stable
supply of electric power to the load is not likely to be
achieved.

The present invention has been made in view of the above
problems, and an object of the present invention is to
provide a charge control device which is capable of carrying
out, at appropriate timings, control of charging to a storage
section that stores electric power, which is generated from
environmental energy by a power source, for driving a load.

Solution to Problem

In order to attain the object, the present invention employs
a configuration in which a timing of charging to the storage
section is controlled by utilizing a voltage drop that occurs
in the storage section due to a resistance component and a
load current in the storage section when a load is being
driven by electric power supplied from the storage section.
In a case where the load is driven by environmental energy,
a change in a voltage stored in the storage section is not
always large enough to be detected (this is described earlier).
On the other hand, the voltage drop in the storage section,
which occurs when the load is being driven, is large enough
to be detected, as compared with the change in the voltage
stored in the storage section. This makes it possible to carry
out charging at appropriate timings.

Specifically, the present invention is a charge control
device which includes: a storage section that stores electric
power supplied from a power source and supplies the stored
electric power to a load; a voltage monitoring section which,
if the storage section has its inter-terminal voltage being
higher than or equal to a predetermined upper limit voltage,
determines that the storage section is on a full charge, and
which, if the storage section has its inter-terminal voltage
being lower than or equal to a predetermined lower limit
voltage which is lower than the predetermined upper limit
voltage, determines that the storage section needs to be
charged; a charge control section that controls charging to
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the storage section in accordance with the inter-terminal
voltage of the storage section. The charge control device
serves to control a state of charging to the storage section, if
the inter-terminal voltage of the storage section becomes
less than or equal to the predetermined lower limit voltage
due to a voltage drop caused in the storage section due to a
resistance component and a load current in the storage
section when the load is being driven by the electric power
supplied from the storage section and the voltage monitoring
section therefore determines that the storage section needs to
be charged, the charge control section carrying out charging
from the power source to the storage section so that the
inter-terminal voltage of the storage section becomes higher
than or equal to the predetermined upper limit voltage.

The charge control device in accordance with the present
invention is configured such that the load is driven with use
of the storage section that stores electric power supplied
from the power source which utilizes predetermined envi-
ronmental energy. In this configuration, the charge control
section controls a state of charging of the storage section,
that is, a state in which charging is carried out or a state in
which charging is not carried out. The “predetermined
environmental energy” here is energy obtained from an
environmental factor which usually exists around a person
skilled in the art. In other words, the “predetermined envi-
ronmental energy” is energy obtained from an environmen-
tal factor which can be easily obtained. Examples of such
energy include, but not limited to, solar light, vibration, heat,
and electromagnetic waves. The control of charging of the
storage section is carried out by the charge control section in
accordance with the inter-terminal voltage of the storage
section, which is detected and determined by the voltage
monitoring section.

Note here that, in the voltage monitoring section, the
predetermined upper limit voltage and the predetermined
lower limit voltage are set, each of which serves as a
reference value with reference to which a state regarding the
amount of electric power stored in the storage section is
determined. The predetermined upper voltage has a voltage
value which is higher than that of the predetermined lower
voltage. If the inter-terminal voltage of the storage section is
higher than or equal to the predetermined upper limit
voltage, the voltage monitoring section determines that the
storage section is fully charged with electric power for
driving the load. On the other hand, if the inter-terminal
voltage of the storage section is lower than or equal to the
predetermined lower limit voltage, the voltage monitoring
section determines that the storage section is not fully
charged with the electric power for driving the load. There-
fore, the predetermined upper limit voltage and the prede-
termined lower limit voltage are each appropriately set in
consideration of electric power required to drive the load.

The charge control device in accordance with the present
invention focuses on a voltage drop that occurs in the storage
section when the load is being driven by the electric power
supplied from the storage section, that is, a phenomenon that
the inter-terminal voltage of the storage section drops due to,
for example, an electric current for driving the load and
internal resistance in the storage section. The drop of the
inter-terminal voltage of the storage section which occurs
while the load is being driven is a phenomenon which occurs
as long as the electric current flows while the load is being
driven. The drop is also a voltage change which is larger
than a change in the inter-terminal voltage of the storage
section attributed to energy consumed by the load when the
load is driven. In view of this, if the inter-terminal voltage
of the storage section becomes lower than or equal to the

25

40

45

55

4

predetermined lower limit voltage due to the voltage drop,
the voltage monitoring section determines that the storage
section needs to be charged because the amount of the
electric power stored in the storage section is not sufficient.
This determination serves as a trigger for starting charging
carried out by the charge control section.

That is, if the voltage monitoring section determines, in
accordance with the voltage drop, that the storage section
needs to be charged, the charge control section carries out
the charging from the power source to the storage section.
Note, here, that the charging is carried out so that the
inter-terminal voltage of the storage section is higher than or
equal to the predetermined upper limit voltage which is set
to be higher than the predetermined lower limit voltage. This
makes it possible to sufficiently charge the storage section
with electric power for subsequent load driving.

As described above, according to the charge control
device in accordance with the present invention, the voltage
monitoring section, in which the predetermined upper limit
voltage and the predetermined lower limit voltage are set,
monitors a voltage of the storage section. In this situation, a
timing of when to charge the storage section is determined
by utilizing the voltage drop in the storage section which
voltage drop occurs while the load is being driven. This
configuration makes it possible, in order to compensate for
electric power consumed during the driving of the load, to
carry out the charging to the storage section at appropriate
timings. Furthermore, since the inter-terminal voltage of the
storage section becomes higher than or equal to the prede-
termined upper limit voltage after the charging, stable driv-
ing of the load is expected. It is preferable that the inter-
terminal voltage of the storage section is kept higher than or
equal to a predetermined drive voltage necessary for stably
driving the load while the load is carrying out the predeter-
mined operation.

Another aspect of the present invention is a method for
controlling a state of charging to a storage section. Specifi-
cally, the present invention is a charge control method for
controlling a state of charging to a storage section that stores
electric power supplied from a power source and supplies
the stored electric power to a load, the state of charging
being controlled in accordance with a criterion of determi-
nation by which, if the storage section has its inter-terminal
voltage being higher than or equal to a predetermined upper
limit voltage, it is determined that the storage section is on
a full charge, and by which, if the storage section has its
inter-terminal voltage being lower than or equal to a prede-
termined lower limit voltage which is lower than the pre-
determined upper limit voltage, it is determined that the
storage section needs to be charged, the charge control
method includes the steps of: detecting whether the inter-
terminal voltage of the storage section becomes less than or
equal to the predetermined lower limit voltage due to a
voltage drop caused in the storage section due to a resistance
component and a load current in the storage section when the
load is being driven by the electric power supplied from the
storage section; and if the inter-terminal voltage of the
storage section becomes less than or equal to the predeter-
mined lower limit voltage, causing the power source to
charge the storage section so that the inter-terminal voltage
of the storage section becomes higher than or equal to the
predetermined upper limit voltage. Note that the above-
mentioned technical ideas related to the charge control
device and the drive load module are also applicable to the
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invention directed to a method for controlling the state of
charging to the storage section.

Advantageous Effects of Invention

The present invention makes it possible to provide a
charge control device which is capable of carrying out, at
appropriate timings, control of charging to a storage section
that stores electric power, which is generated from environ-
mental energy by a power source, for driving a load.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 schematically illustrates a configuration of a wire-
less communication module including a control device cor-
responding to a charge control device of the present inven-
tion.

FIG. 2A illustrates changes of predetermined parameters
regarding charging to and discharging from the storage
device in the wireless communication module illustrated in
FIG. 1.

FIG. 2B illustrates details of changes of a voltage stored
in the storage device illustrated in FIG. 2A.

FIG. 3 illustrates predetermined parameters, in accor-
dance with another example, regarding charging to and
discharging from a storage device in the wireless commu-
nication module illustrated in FIG. 1.

FIG. 4 schematically illustrates a configuration of a wire-
less communication module in accordance with another
example which includes a control device corresponding to
the charge control device of the present invention.

DESCRIPTION OF EMBODIMENTS

The following description will discuss, with reference to
the drawings, a wireless communication module 1 in accor-
dance with an embodiment of the present invention and a
control device 2 included in the wireless communication
module 1. Note that a configuration of the following
embodiment is an example, and the present invention is not
limited to the configuration of this embodiment.

The wireless communication module 1 illustrated in FIG.
1 includes (i) a load 3 including a plurality of load elements,
(ii) a vibration power generation device 4 generating driving
electric power to drive the load 3, (iii) a storage device 6 for
storing generated electric power and (iv) a rectifier-trans-
former circuit 5, which is provided between the vibration
power generation device 4 and the storage device 6, for
rectifying an electric current generated by the vibration
power generation device 4, transforming a voltage corre-
sponding to the rectified electric current, and applying the
transformed voltage to the storage device 6. Note, here, that
the vibration power generation device 4 is a power source
which generates power from so-called environmental
energy, and an example of the vibration power generation
device 4 is a power generation device including an electret
material. Since the vibration power generation device itself
is a known technique, it is not described in detail in this
specification. Note that, although the present example
employs a vibration power generation device including an
electret material which generates electric power of 20 uW to
100 uW and whose output voltage is 30 Vp-p to 80 Vp-p, the
present invention is not limited to such a vibration power
generation device.

In addition to or instead of the vibration power generation
device, other power generation device(s) other than the
vibration power generation device may be used, such as a
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solar power generation device, a thermal power generation
device, an electromagnetic induction power generation (CT
power generation) device, and/or a biological power gen-
eration device. These devices are also known techniques,
and therefore are not described in detail in this specification.
Furthermore, the rectifier-transformer circuit is also a known
technique, and therefore is not described in detail here.

The storage device 6 can be any storage device, provided
that the storage device is capable of storing electric power
generated by the vibration power generation device 4 and
supplying the electric power required for driving the load 3.
The storage device 6 can be, for example, an electric
double-layer capacitor or other kind of secondary battery. In
the configuration illustrated in FIG. 1, the load 3 includes (i)
two acceleration sensors 31 and 32 and (ii) a wireless
communication device 33 which transmits, to a base station
7 outside the wireless communication module 1 by wireless,
values detected by the acceleration sensors 31 and 32. How
the wireless communication device 33 carries out commu-
nication is not particularly limited. Note, however, that it is
preferable to employ, for example, a low-power-consuming
communication method which is in compliance with the
ZigBee standard. The acceleration sensors 31 and 32 are
devices that detect accelerations along respective predeter-
mined directions in a position where the wireless commu-
nication module 1 is provided. Since this is also a known
technique, detailed descriptions thereof are omitted in this
specification.

The wireless communication module 1 thus configured (i)
integrally includes the vibration power generation device 4,
the acceleration sensors 31 and 32 each of which serves as
a load element for obtaining information, and the wireless
communication device 33 which serves as another load
element, and (ii) is configured to transmit obtained infor-
mation to an external device by wireless. Namely, the
wireless communication module 1 serves as a stand-alone
information-gathering device. Therefore, where to provide
the wireless communication module 1 is not particularly
limited, and therefore it is possible to provide the wireless
communication module 1 in any position as appropriate and
easily gather information via the base station 7 in an area
where the wireless communication module 1 is provided. As
such, the wireless communication module 1 is a module
having a very useful function. Note however that, in order to
cause the load 3 (which is constituted by a plurality of load
elements and mounted on the wireless communication mod-
ule 1) to operate constantly without problems, it is necessary
that electric power, which is required to drive the plurality
of'load elements, keep being supplied appropriately. To this
end, the wireless communication module 1 of the present
invention includes the control device 2, which carries out
control related to a state of charging to the storage section 6
which supplies electric power to the load 3. This control
ensures good driving of the load 3. The following specifi-
cally discusses the control related to the state of charging.

As illustrated in FIG. 1, the control device 2 includes
functional sections, i.e., a charge control section 21, a
discharge control section 22, and a voltage monitoring
section 23. These functional sections are images of functions
of the control device 2, which functions are related to control
of the state of charging to the storage device 6. These
functions may be realized by corresponding control circuits
provided in the control device 2. Alternatively, in a case
where the control device 2 is a computer, the functions may
be realized by a control program executed on the computer.
Alternatively, the functions may be realized by the control
circuits and the control program operating together. It is
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needless to say that the control device 2 may include a
functional section(s) other than the function sections illus-
trated in FIG. 1.

The charge control section 21 is a functional section
which governs control related to charging to the storage
device 6. In order to drive the load 3 always constantly, it is
necessary to keep an inter-terminal voltage of the storage
section 6 higher than or equal to the minimum drive voltage
that is necessary to ensure the driving of the load. In view
of this, in order to stably drive the load 3, the charge control
section 21 controls charging from the vibration power gen-
eration device 4 (a power source) to the storage device 6. On
the other hand, the discharge control section 22 carries out
control, for driving the load 3, related to discharging of
electric power from the storage device 6. The voltage
monitoring section 23 is a functional section which, in order
that the charge control by the charge control section 21 and
the discharge control by the discharge control section 22 are
carried out at appropriate timings, monitors the state of
charging (e.g., inter-terminal voltage) of the storage device
6. Since the control device 2 includes the charge control
section 21 and the voltage monitoring section 23 as above,
the control section 2 corresponds to a charge control device
of'the present invention. Note that, although these functional
sections are separated as illustrated in FIG. 1 for conve-
nience of description, these functional sections can be inte-
grated or subdivided in an actual configuration provided that
the above-mentioned functions are achieved.

FIG. 2A illustrates timing charts of control related to the
state of charging to the storage device 6, which control is
carried out by the voltage monitoring section 23 and the
charge control section 21. Details of FIG. 2A are as follows.
The upper part of FIG. 2A illustrates a timing chart sche-
matically showing when to carry out charging to and dis-
charging from the storage device 6. The middle part of FIG.
2A illustrates a timing chart showing changes of the inter-
terminal voltage of the storage section 6. The lower part of
FIG. 2A illustrates a timing chart showing changes of a
voltage state of the storage section 6 determined by the
voltage monitoring section 23. The timing charts in FIG. 2A
are arranged such that they share a common time axis, and
twelve points in time are marked as t1 to t12.

In the timing chart related to charging and discharging
operations (the timing chart in the upper part), there are
arrows corresponding to a period during which changing to
the storage device is carried out and a period during which
discharging from the storage device 6 is carried out. Fur-
thermore, a period during which the storage device 6 is on
a full charge, that is, a period during which the storage
section 6 stores electric power high enough to drive the load
3, is represented by a corresponding strip-shaped rectangle.
In the timing chart showing the changes of the inter-terminal
voltage of the storage device 6 (the timing chart in the
middle part), (i) solid line L1 represents changes of a voltage
occurring when the state of charging to the storage device 6
is controlled by the control device 2 of the present invention
and (ii) dot-dash line L2 represents changes of a voltage
occurring when the state of charging is controlled by a
conventional technique (comparative example).

In the timing chart showing the changes of the voltage
state of the storage device 6 (the timing chart in the lower
part), a high level signal (H signal) and a low level signal (L
signal) are illustrated. The H signal and the L signal are
obtained in the following manner. The voltage monitoring
section 23 detects the inter-terminal voltage and determines
whether the inter-terminal voltage thus detected is low or
high, and outputs a result of the determination as the H
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signal or the L signal. Specifically, the voltage monitoring
section 23 is constituted by a voltage monitor IC chip. In the
voltage monitor chip IC, an upper limit monitor voltage VH
and a lower limit monitor voltage VL are set. The upper limit
monitor voltage VH and the lower limit monitor voltage VL,
are related such that the upper limit monitor voltage VH is
higher than the lower limit monitor voltage VL. When the
inter-terminal voltage of the storage device 6 has increased
from a low voltage to a voltage higher than or equal to the
upper limit monitor voltage VH, an output of the voltage
monitoring section 23 is changed from the H signal to the L
signal. On the other hand, when the inter-terminal voltage of
the storage device 6 decreased from a high voltage to a
voltage less than or equal to the lower limit monitor voltage
VL, the output of the voltage monitoring section 23 is
changed from the L signal to the H signal. As described
above, the voltage state determined by the voltage monitor-
ing section 23 switches between high and low at a threshold
that differs depending on the direction of voltage change.
That is, the voltage states (high and low) are switched at
thresholds with hysteresis. The amount of the hysteresis, that
is, a difference between the upper limit monitor voltage VH
and the lower limit monitor voltage VL, is discussed later.

On the basis of the above arrangements, the following
successively discusses, for each period illustrated in FIG.
2A, the control related to the state of charging to the storage
device 6, which control is carried out by the control device
2. In the following description, it is assumed that, before a
time t1, the storage device 6 is on a full charge and the output
of the voltage monitoring section 23 is the L signal. FIG. 2B
shows an enlarged view illustrating the changes of the
inter-terminal voltage around a period from t1 to t4. In FIG.
2B, times t2' and t4', which are not illustrated in FIG. 2A, are
described, and these are also discussed in the following
description.

(1) Period Before Time t1 and Period from t1 to t2

In a period before the time t1, the load 3 is not driven and
the storage device 6 is on a full charge. Therefore, the
inter-terminal voltage of the storage device 6 has a maxi-
mum voltage value which is equal to the upper limit monitor
voltage VH. Note that, in this period, the voltage monitoring
section is outputting the L signal. At the time t1, the storage
device 6 starts supplying (discharging) electric power to the
load 3, and a drive electric current required to drive the
acceleration sensors 31 and 32 and the wireless communi-
cation device 33 (which are constituents of the load 3) starts
flowing from the storage device 6. Since the storage device
6 has some level of internal resistance, the inter-terminal
voltage of the storage device 6 sharply drops when the
electric current sharply increases at the start of driving of the
load. In this specification, the drop of the inter-terminal
voltage of the storage device 6 which occurs due to the drive
electric current which starts flowing when the load 3 starts
being driven is referred to as a “driving-time voltage drop”.
Note that the driving-time voltage drop occurs over a period
from the time t1 to a time t2' (this will be described later),
and, at the time t2 between the time t1 and the time t2', the
inter-terminal voltage becomes lower than the lower limit
monitor voltage VL. Note that, during the period from t1 to
12, the voltage monitoring section 23 is outputting the L
signal.

(2) Period from t2 to t3

During a period from t2 to t3, the storage section 6 keeps
supplying electric power to the load 3 so that the load 3
keeps being driven. Therefore, even after the driving-time
voltage drop has finished at the time 2' between the time t2
and the time t3, that is, even after completion of the sharp
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rising of drive electric current at the start of driving of the
load, the inter-terminal voltage of the storage device 6
decreases as time passes, although the decrease is gentle as
compared to the driving-time voltage drop. The period from
12 to t3 corresponds to a predetermined first period AtL,
which starts from the time t2 at which the inter-terminal
voltage has become lower than the lower limit monitor
voltage VL as described above. The predetermined first
period AtL is a threshold with reference to which the voltage
monitoring section 23 detects a state where the inter-termi-
nal voltage is less than or equal to the lower limit monitor
voltage VL. In a case where the inter-terminal voltage
remains lower than or equal to the lower limit monitor
voltage VL for the predetermined first period AtL or longer,
that is, when the time t3 is reached, the output of the voltage
monitoring section 23 is switched from the L. signal to the H
signal.

(3) Period from t3 to t4

After the time t3, the storage device 6 keeps supplying
electric power to the load 3 so that the load 3 keeps being
driven. When a time t4 is reached, the load 3 stops being
driven. Therefore, discharging from the storage device 6
stops at the time t4, and this means that the drop of the
inter-terminal voltage finishes at the time t4. In the period
from 12 to 3, the output of the voltage monitoring section 23
is switched from the L signal to the H signal. Therefore, at
or after the time t3, charging from the vibration power
generation device 4 to the storage device 6 is started.
Therefore, the drop of the inter-terminal voltage of the
storage section 6 becomes gentle to some degree. That the
charging to the storage device 6 is started at the time t3 when
the inter-terminal voltage of the storage device 6, which
inter-terminal voltage has dropped due to the driving of the
load 3, has remained lower than the lower limit monitor
voltage VL for the predetermined period AtL or longer. Note
that the charging to the storage device 6 keeps being carried
out over a period during which the voltage monitoring
section 23 is outputting the H signal.

(4) Period from t4 to t5

As described above, the driving of the load 3 is stopped
at the time t4. Accordingly, the drive electric current
required to drive the load 3 stops flowing from the storage
device 6 to the load 3. Therefore, after the time t4, the
inter-terminal voltage rises to compensate for the driving-
time voltage drop occurred over the period from t1 to t2'.
While the inter-terminal voltage is rising, it becomes higher
than the lower limit monitor voltage VL at the time t4'
between t4 and t5. However, this does not change the output
of the voltage monitoring section 23. Note that electric
power stored in the storage device 6 has been consumed over
the period from t1 to t4 because the load 3 has been driven
during the period. Therefore, even after the rise of the
inter-terminal voltage of the storage device 6, the inter-
terminal voltage does not reach the upper limit monitor
voltage VH. In view of the circumstances, the inter-terminal
voltage is increased by the charging from the vibration
power generation device 4, which charging has been carried
out since the time t3. As a result, the inter-terminal voltage
reaches the upper limit monitor voltage VH at the time t5.
Note however that, even at this time, the output of the
voltage monitoring section 23 is still the H signal.

(5) Period from t5 from t6

As described above, the charging from the vibration
power generation device 4 to the storage device 6 is being
carried out even at the time t5, and the inter-terminal voltage
at the time t5 is the upper limit monitor voltage VH. The
period from t5 to t6 corresponds to a predetermined second
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period AtH, which starts from the time when the inter-
terminal voltage has reached the upper limit monitor voltage
VH at the time t5. The predetermined second period AtH is
a threshold with reference to which the voltage monitoring
section 23 detects a state where the inter-terminal voltage is
higher than or equal to the upper limit monitor voltage VH.
In a case where the inter-terminal voltage remains higher
than or equal to the upper limit monitor voltage VH for the
predetermined second period AtH or longer, that is, when the
time t6 is reached, the output of the voltage monitoring
section 23 is switched from the H signal to the L signal. The
charging from the vibration power generation device 4 to the
storage device 6 finishes upon the change of the output of the
voltage monitoring section 23.

Period from t6 to t7 and Subsequent Period from t7 to t12

A period from 16 to t7 is a waiting period during which the
load is not driven until next driving is started in the wireless
communication module 1. That is, during the waiting period,
the electric power stored in the storage device 6 is not
consumed, and thus the storage device 6 remains on a full
charge. Note that the next driving of the load may be started
after a predetermined time has passed. Alternatively, the
next driving of the load may be started in response to an
instruction from outside the module or in accordance with a
determination by the module. Note, here, that a period from
t7 to t12 corresponds to a period in which the next driving
of the load is carried out. The times t7 to t12 correspond to
the above-described times tl to t6, respectively. Therefore,
detailed descriptions of the times are omitted here.

As has been described, according to the wireless commu-
nication module 1 of the present invention, the timing of
when to charge the storage device 6 is controlled in accor-
dance with a result of monitoring of voltages by the voltage
monitoring section 23, in which two voltage thresholds with
hysteresis, i.e., the lower limit monitor voltage VL and the
upper limit monitor voltage VH, are set. In other words, the
wireless communication module 1 is configured such that (i)
a threshold for the start of charging and a threshold for the
stop of the charging are set so as to be different from each
other and (ii) the charging of the storage device 6 is started
when the inter-terminal voltage of the storage device 6 has
become lower than the threshold (the lower limit monitor
voltage VL) due to the driving-time voltage drop which
occurs over a period during which the load 3 is driven.

In a case where only a small amount of electric power is
required to drive the load 3, a difference between the
inter-terminal voltage of the storage device 6 before the
driving and the inter-terminal voltage after the driving may
be not so large. In particular, since each load element
mounted on the wireless communication module 1 has been
reduced in size for better convenience of the wireless
communication module 1 in recent years, energy required to
cause a load to operate once is very small. For example,
assume in the example illustrated in FIG. 2A that the upper
limit monitor voltage is 3.57 V, the lower limit monitor
voltage is 3.4 V, capacity of the storage device 6 is 0.033 F,
drive energy AE required for a series of operations of the
load 3 (operations of the above-described acceleration sen-
sors 31 and 32 and the wireless communication device 33)
is 0.002 J. In this case, the inter-terminal voltage Vend at the
time when the load stops being driven is 3.55 V. Changes of
the inter-terminal voltage of the storage device 6 observed
here are represented by the dot-dash line 1.2 in the middle
part of FIG. 2A. In this case, the difference between voltages
before and after the load is driven is only 0.02 V. Taking into
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account effects of errors and noise in voltage detection, it is
not easy to accurately detect the difference as small as 0.02
V.

Meanwhile, in a process of driving the load 3, it is
necessary that a drive voltage supplied to the load 3 be
always higher than a drive voltage Vmin (see FIGS. 2A and
2B) that is required to ensure driving of the load 3. Note
however that, if the storage device 6 is not charged after the
driving of the load 3 and thereafter the load 3 is driven again,
the inter-terminal voltage of the storage device 6 becomes
lower than the drive voltage Vmin due to the driving-time
voltage drop which occurs when the load 3 starts being
driven again (see dot-dash line [.2 in FIG. 2A). As a result,
stable driving of the load 3 may not be maintained.

In this regard, since the wireless communication module
1 of the present invention has the above configuration
regarding the charging, it is possible to detect, in accordance
with a state of the inter-terminal voltage affected by the
driving-time voltage drop, consumption of the electric
power stored in the storage capacitor 6 which electric power
is consumed for driving the load 3. In other words, it is
possible to detect a state in which the storage capacitor 6
needs to be charged. Accordingly, as shown by the solid line
L1 in FIG. 2A, in the process of driving the load 3, it is
possible to ensure that the inter-terminal voltage of the
storage device 6 does not become lower than the drive
voltage Vmin. In particular, in a case where driving of the
load 3 is repeated continuously, it is very important to
determine when to charge the storage device 6, in order to
achieve steady driving of the load 3.

Note, here, that it is preferable that a difference (difference
VH-VL) between the inter-terminal voltage VH of the
fully-charged storage device 6 and the threshold voltage VL.
which serves as a trigger for starting charging is determined
so that the following expression 1 is satisfied.

VH-VL<Vd-AVn (Expression 1)

Vd: Driving-time voltage drop

AVn: Margin for voltage change due to noise etc.

In a case where the difference VH-VL is set like above,
a trigger for starting the charging of the storage device 6 is
generated each time the load 3 carries out a series of
operations (the above-described operations of driving the
acceleration sensors 31 and 32 and the wireless communi-
cation device 33) (see FIG. 2A). This means that the storage
device 6 is on a full charge whenever the load starts being
driven. This makes it possible to ensure a stable, continuous
operation of the wireless communication module 1.

Furthermore, the above embodiment employs a configu-
ration in which the voltage monitoring section 23 monitors
the state of the inter-terminal voltage of the storage device
6 while carrying out switching between the H and L signals
in the following manner: a signal indicative of a voltage state
is switched between the H signal and the L signal not
immediately after the inter-terminal voltage becomes the
lower limit monitor voltage VL or lower or the inter-terminal
voltage becomes the upper limit monitor voltage VH or
higher but after the predetermined first period AtL or the
predetermined second period AtH has passed. Since the
signal indicative of the voltage state is to be changed when
the inter-terminal voltage remains at the lower limit monitor
voltage LV or lower or at the upper limit monitor voltage VH
or higher for a predetermined period of time like above, it is
possible to avoid a situation in which charging is started or
stopped unnecessarily when the inter-terminal voltage
momentarily becomes unstable due to a disturbance factor
such as noise. Therefore, it is possible to ensure stable
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control of charging of the storage device 6, and thereby
ensure stable driving of the load 3.

Note that it is preferable that the predetermined first
period AtL is determined so that the following expression 2
is satisfied:

AIL<ATI4+AT2 (Expression 2)

AT1: Period from time t2 (at which the inter-terminal
voltage becomes lower than the lower limit monitor voltage
VL due to the driving-time voltage drop) to time t2' (at
which the driving-time voltage drop finishes)

AT2: Period from time t2' to time t4' (at which the
inter-terminal voltage, which sharply increased, becomes
higher than the lower limit monitor voltage VL due to
dissolution of the driving-time voltage drop due to stopping
of driving the load)

By setting the predetermined first period AtL like above,
it is possible to ensure stable driving of the load 3 while
eliminating effects of the disturbance factor such as noise as
described above. On the other hand, it is preferable that a
maximum value of the predetermined second period AtH is
set such that continuous operation of the load 3 is not
disturbed, that is, such that the period from t5 to t7 shown
in FIG. 2A does not become too long. In consideration of the
above, the predetermined first period AtL and the predeter-
mined second period AtH can be each set, for example, to
approximately 30 microseconds.

Modified Example 1

FIG. 3 illustrates a modified example of control of charg-
ing of the storage device 6, which control is carried out by
the control device 2 included in the wireless communication
module 1 of the present invention. In the example illustrated
in FIG. 3, unlike the example illustrated in FIG. 2A, the
control of charging of the storage device 6 is carried out after
the load 3 carries out a plurality of operations (two opera-
tions in this example). The following roughly discusses the
control of charging. It is assumed in the present modified
example that the amount of electric power required to drive
the load 3 once is smaller than that required in the example
illustrated in FIG. 2A. This is realized by, for example,
reducing the number of acceleration sensors to be driven to
one (1).

(1) Period from t21 to t22

In a period from 121 to 122, a first driving of the load 3 is
carried out. In this period, the inter-terminal voltage of the
storage device 6 does not become lower than or equal to the
lower limit monitor voltage VL even when the driving-time
voltage drop is occurring.

(2) Period from 22 to t23

In a period from 122 to 123, driving of the load is stopped.
However, since the inter-terminal voltage does not become
lower than or equal to the lower limit monitor voltage VL.
like above, charging from the vibration power generation
device 4 is not carried out. Accordingly, during this period,
the inter-terminal voltage remains at a voltage which is
obtained after the driving-time voltage drop has been dis-
solved.

Note that, during the above periods, the output of the
voltage monitoring section 23 remains as the L[ signal,
because the inter-terminal voltage does not become lower
than or equal to the lower limit monitor voltage VL for the
predetermined first period AtL.

(3) Period from 23 to t24

At a time 123, second driving of the load 3 is started.
Accordingly, after the time t23, the inter-terminal voltage
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significantly decreases due to the driving-time voltage drop,
and, at a time 124, becomes lower than or equal to the lower
limit monitor voltage VL.

(4) Period from 124 to 125

The period from t24 to 125 corresponds to the predeter-
mined first period AtL, which starts from the time t24.
During the period, the inter-terminal voltage remains lower
than the lower limit monitor voltage VL. Accordingly, when
a time t25 is reached, the output of the voltage monitoring
section 23 is switched from the L signal to the H signal. This
means that a trigger for starting charging of the storage
device 6 is generated.

(5) Period from 125 to 126

During this period, the charging of the storage device 6
continues, and, at a time 126, the driving of the load 3 is
stopped.

(6) Period from 126 to 127

As described above, the driving of the load 3 is stopped
at the time t26. Therefore, in this period, the driving-time
voltage drop is dissolved. Accordingly, the inter-terminal
voltage sharply increases, and the charging of the storage
device 6 further continues. Then, at a time t27, the inter-
terminal voltage reaches the upper limit monitor voltage
VH.

(7) Period from 127 to 128

This period corresponds to the predetermined second
period AtH, which starts from the timing t27. In the begin-
ning of this period, the inter-terminal voltage is the upper
limit monitor voltage VH. When a time 128 is reached, the
output of the voltage monitoring section 23 is switched from
the H signal to the L signal. This means that a trigger for
stopping the charging of the storage device 6 is generated.

As described above, it is also possible to employ a
configuration in which the control of charging of the storage
device 6 is started in accordance with the driving-time
voltage drop after the driving of the load 3 has carried out
a plurality of times. Note however that, in this case, the
range of variation of the inter-terminal voltage for each
driving is relatively small. Therefore, it is necessary that the
inter-terminal voltage do not become lower than an opera-
tion voltage Vmin while the operation is carried out a
plurality of times. Furthermore, according to the configura-
tion of this modified example, electric power consumed in
driving the load twice is supplied by carrying out the charge
control (charge control over the period from t25 to t28) only
once. Therefore, it may take a longer period of time to fully
charge the storage device 6 than the case where the charge
control is carried out each time the load is driven. In view
of this, in order to reduce the effects on a desired pattern of
load driving as much as possible, it is preferable to control
a value of VL so that the charge control is carried out each
time the load 3 is operated (as illustrated in FIG. 2A).

Modified Example 2

FIG. 4 illustrates another modified example of the wire-
less communication module 1 of the present invention. The
example illustrated in FIG. 4 is different from the example
illustrated in FIG. 1 in that the load 3 includes dummy load
circuits 34 and 35 in addition to the acceleration sensors 31
and 32 and the wireless communication device 33. Each of
the dummy circuits 34 and 35 is, unlike the acceleration
sensors 31 etc., not a functional load element which for
example obtains specific data and transmits the data to an
external device by wireless. Each of the dummy circuits 34
and 35 is a load element which serves as an electric power
consumption circuit for consuming electric power supplied
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from the storage device 6. The dummy load circuit 34
consumes a smaller amount of electric power than the
dummy load circuit 35. The dummy load circuits 34 and 35
are connected to and disconnected from the storage device
6 by switches 36 and 37, respectively, so that electric power
is supplied from the storage device 6 to the dummy load
circuits 34 and 35 by turning ON the switches 36 and 37 and
the supply of the electric power is stopped by turning OFF
the switches 36 and 37.

According to the wireless communication module 1 con-
figured like above, even in a case where the amount of
electric power required to drive the load 3 is small and, in
particular, the driving-time voltage drop is small, it is
possible to unfailingly control when to start charging of the
storage device 6. For example, in the case where the
driving-time voltage drop while the load 3 is driven is small
(e.g., in the case where only the acceleration sensor 31 is
driven as illustrated in FIG. 3), the charge control of the
storage device 6 is not started after the load is driven once,
because the inter-terminal voltage of the storage device 6
does not become lower than or equal to the lower limit
monitor voltage VL after the load is driven once. In this
regard, according to this modified example, by supplying
electric power to the dummy load circuit 34 while the
acceleration sensor 31 is being driven, it is possible to
increase electric power required to drive the entire load 3 so
that the driving-time voltage drop increases. Accordingly,
even in a case where a small load element is to be driven, it
is possible to charge the storage device 6 at an appropriate
timing for each driving. Such an electric power supply to the
dummy load circuit 34 corresponds to a forced operation of
the load of the present invention.

Another example of the forced operation of the load is to
drive only the dummy load circuit 35 before driving the load
3 in order to ensure that the storage device 6 is fully charged.
In this case, for further ensuring that the load 3 operates
stably for some reasons, electric power is supplied to the
dummy load circuit 35 immediately before the load 3 is
driven. The dummy load circuit 35 is a load element which
causes, because of its ability of consuming electric power, a
driving-time voltage drop to occur that is large enough to
generate a trigger for starting the control of charging of the
storage device 6. Since such a dummy load circuit 35 is
provided, it is possible, even in a case where the load 3
carries out an operation which requires relatively large
electric power, to fully charge the storage device 6 in
advance. This makes it possible to ensure a stable operation
of the load.

Example

The following description will discuss an example of the
control device 2 and the wireless communication module 1
in accordance with the present invention.

Upper limit monitor voltage VH: 3.57 V

Lower limit monitor voltage VL: 3.4 V

Internal resistance of the storage device 6: 50Q2

In addition, a load element(s) (such as an acceleration
sensor) in the load 3 is/are selected so that an electric current
flowing when the load 3 is driven is 10 mA. In this
arrangement, the driving-time voltage drop is 0.5 V, and the
inter-terminal voltage of the storage device 6 after the
voltage drop is 3.07 V. Therefore, it is possible to achieve
stable driving of the load 3 even if the inter-terminal voltage
fluctuates due to disturbance.

Note that, if a driving current is too small, it is not possible
to cause a sufficient driving-time voltage drop. In view of
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this, a minimum value of the driving current is set to
(3.57-3.4)/50=3.4 mA (for convenience, voltage changes
due to disturbance are not taken into account). On the other
hand, if the driving current is too large, the inter-terminal
voltage becomes lower than a drive voltage Vmin for the
load 3. This is not preferable. Therefore, assuming that the
drive voltage Vmin is 2.0 V, a maximum value of the driving
current is (3.57-2.0)/50=31.4 mA.

Concrete examples of the load elements constituting the
load 3 are as follows. Specifically, Table 1 shows two
examples of the wireless communication device, and Table
2 shows six examples of sensors including an acceleration
sensor. The sum total of the driving-time voltage drop which
occurs due to the load elements appears as the amount of
voltage drop for the entire load 3, and leads to generation of
a trigger for starting the control of charging of the storage
sensor 6. That is, it is only necessary to set the upper limit
monitor voltage VH and the lower limit monitor voltage VL,
in the control device 2 in consideration of the type and
number of wireless communication devices to be used and
the type and number of sensors to be used.

TABLE 1

Type of
wireless
communication

Operation example
(drive electric
current x driving

Driving-time
voltage drop when
internal resistance

device time) is 50 Q
ZigBee 50 mA x Approximately

50 to 100 msec 25V
Gazell 10 to 20 mA x Approximately
(registered 20 to 40 msec 05VtolV
trademark)

TABLE 2

Operation example Driving-time

(drive electric voltage drop when
Type of current x driving internal resistance
sensor time) is 50 Q
Temperature- 0.1 mA x 100 msec Approximately 5 mV
humidity
sensor
Light 3 to 300 pA x Approximately
intensity 100 msec 0.15mV to 15 mV
sensor
Flow sensor 10 to 20 mA x Approximately

100 msec 500 mV to 1000 mV
Acceleration 0.1 to 0.2 mA x Approximately
sensor 200 msec 5mVto 10 mV
Pressure 1 mA x 100 msec Approximately
sensor 50 mV
Infrared 1to 2 mAx Approximately
sensor 100 msec 50 mV to 100 mV

Note that the above-described load elements are examples, and other various load elements

can also be included in the module in accordance with the present invention.

The present invention can also be configured as below.

The charge control device can be configured such that, in
a case where the load carries out a predetermined operation
composed of a single action or plural actions when supplied
with the electric power from the storage section; and a
difference between the predetermined upper limit voltage
and the predetermined lower limit voltage is set so that the
inter-terminal voltage of the storage section changes from
the predetermined upper limit voltage to the predetermined
lower limit voltage or lower due to a voltage drop caused in
the storage section while the load is carrying out the pre-
determined operation. That is, by setting the difference
between the predetermined upper limit voltage and the
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predetermined lower limit voltage in accordance with the
predetermined operation of the load, the charge control
section is caused to carry out charging to the storage section
each time the load carries out the predetermined operation.
Therefore, it is possible to cause, at appropriate timings, the
storage section to store the electric power in an amount
suitable for driving the load, without causing the storage
section to be overcharged. Furthermore, since charging is
carried out every time the predetermined operation is carried
out, it is possible to reduce the time required for one (1)
charging as much as possible. This allows the load to
immediately carry out a next operation after the charging.
Such a configuration is especially advantageous in a case
where the load repeatedly carries out the predetermined
operation.

The above-described charge control device may be con-
figured such that, as to the charging to the storage section by
the charge control section, the charge control section con-
trols the supply of the electric power from the power source
so that the storage section is charged with at least as much
as a difference between the inter-terminal voltage of the
storage section and the predetermined upper limit voltage as
obtained when the inter-terminal voltage of the storage
section recovers due to dissolution of a voltage drop in the
storage section by stoppage of the load being driven. That is,
when driving of the load is stopped, the voltage drop which
serves as a trigger for the charging disappears because a
drive electric current stops flowing. As a result, the inter-
terminal voltage of the storage section increases and recov-
ers. In consideration of the above, the storage control section
carries out charging to the storage section until the inter-
terminal voltage becomes higher than or equal to the pre-
determined upper limit voltage. Therefore, suitable charging
of the storage section is expected. Note that the charging by
the charge control section can be carried out after the driving
of the load has been stopped. Alternatively, in consideration
of an increase of the voltage due to the dissolution of the
voltage drop, the charging by the charge control section may
be started, preferably as soon as possible, within a period
from a point in time where the inter-terminal voltage of the
storage section becomes less than or equal to the predeter-
mined lower limit voltage to a point in time before the
driving of the load is stopped.

The charge control device may be configured such that
when a situation in which the inter-terminal voltage of the
storage section becomes lower than or equal to the prede-
termined lower limit voltage due to a voltage drop in the
storage section while the load is being driven continues for
a predetermined period of time or longer, the voltage moni-
toring section determines that the storage section needs to be
charged. According to the configuration, even in a case
where the inter-terminal voltage of the storage section
momentarily becomes lower than or equal to the predeter-
mined lower limit voltage while the load is being driven, the
charging to the storage section is not carried out. This makes
it possible to eliminate, as much as possible, an effect of an
abrupt change in the inter-terminal voltage of the storage
section, which change is due to noise etc. This makes it
possible to stably control the charging of the storage section.

The charge control device further includes, in a case
where the load carries out a predetermined operation, a
forced drive section that forces the load to carry out a
predetermined forced operation other than the predeter-
mined operation so that the load is forced to consume a more
electric current than it does during the predetermined opera-
tion. The charge control device may be configured such that,
if the inter-terminal voltage of the storage section becomes
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less than or equal to the predetermined lower limit voltage
due to a voltage drop caused in the storage section when the
forced drive section forces the load to carry out the prede-
termined forced operation, the charge control section carries
out charging from the power source to the storage section so
that the inter-terminal voltage of the storage section
becomes higher than or equal to the predetermined upper
limit voltage. That is, according to the configuration, the
forced operation other than the predetermined operation
causes the voltage drop in the storage section, thereby
generating a trigger for charging to the storage section. In a
case where an electric current value or the like consumed by
the load during the predetermined operation is small, the
amount of voltage drop that occurs due to a resistance
component and a load current in the storage section while
the load is being driven is also small. Therefore, it is difficult
to appropriately determine a timing of when to carry out the
charging to the storage section. In such a case, a larger
voltage drop can be generated by utilizing the voltage drop
in the storage section, which is caused by the forced drive
section. Therefore, the configuration is advantageous for
carrying out charging at appropriate timings. Furthermore,
even in a case where the electric current value or the like
consumed by the load during the predetermined operation is
not so small, it is possible to unfailingly carry out appro-
priate charging by determining the timing of charging by
appropriately combining the predetermined operation and
the forced operation.

A further aspect of the present invention is a drive load
module which includes the above described charge control
device and a load to be driven. That is, the present invention
can be a drive load module at least including: the charge
control device; a power source that supplies electric power
to the storage section; and a load that is supplied with
driving electric power from the storage section. This makes
it possible to provide an integrated drive load module which
includes the storage section that can continuously supply the
electric power for driving the load, the power source and the
load.

The drive load module can be configured such that the
drive load module includes: one or more sensors that detect
a predetermined environmental parameter in an area sur-
rounding the drive load module; and a wireless transmission
section that transmits a value detected by the one or more
sensors to a predetermined receiving section located away
from the drive load module. That is, since the sensor(s) and
the wireless transmission section that transmits the value
detected by the sensor(s) are integral with each other and
included in the drive load module of the present invention,
it is possible, without continuous supply of electric power
from outside, to comprehensively carry out, in the module,
continuous supply of electric power, detection by the sensor
(s) and the transmission of the detected value to an external
device. Therefore, it is possible to improve convenience of
the module. Furthermore, since the one or more sensors and
the wireless communication section collectively serve as the
load of the present invention, it is possible to increase the
amount of the voltage drop in the storage section which
voltage drop occurs while the load is being driven. There-
fore, for example, especially even in a case where the
amount of electric power consumed by each of the sensor(s)
is small, it is possible to more unfailingly detect the voltage
drop in the storage section.

The drive load module can be configured such that the
power source includes a vibration power generation device
that converts external vibration energy into electric power or
a solar power generation device that carries out solar power
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generation. It is needless to say that the power source can
include a power source device which utilizes other environ-
mental energy.

The drive load module can be configured such that,
instead of the above configuration regarding the power
source, the power source is constituted to include one
environmental power generation device that converts envi-
ronmental energy into electric power and to further at least
include a power supply device composed of another envi-
ronmental power generation device and a power source
device capable of external discharging; and the storage
section is supplied with electric power selectively from said
one environmental power generation device or the power
supply device or simultaneously from said one environmen-
tal power generation device and the power supply device.
That is, since the power source itself has a so-called hybrid
configuration which is constituted by a plurality of devices
such as a power source device and a power generation
device, it is possible to carry out stable supply of electric
power. For example, a primary battery can be used as the
power source device capable of external discharging. In this
case, the one environmental power generation device can be
operated as a main power source device, and, in a case where
the one environmental power generation device cannot
produce enough electric power, the primary battery can be
used to support the electric power supply to the storage
section. This makes it possible to use the primary battery as
long as possible. Alternatively, instead of the primary bat-
tery, it is possible to use (i) another storage section for
storing electric power generated by another power genera-
tion device or (ii) an AC power source device as the “power
source device capable of external discharging”. Note that the
electric power can be supplied to the storage section from (i)
either the one environmental power generation device or the
power supply device selectively or (ii) both the one envi-
ronmental power generation device and the power supply
device simultaneously. Alternatively, the (i) and (ii) can be
carried out alternately in an appropriate manner.

REFERENCE SIGNS LIST

1 Wireless communication module

2 Control device

3 Load

4 Vibration power generation device

6 Storage device

21 Charge control section

22 Discharge control section

23 Voltage monitoring section

34, 35 Dummy load circuit

The invention claimed is:

1. A charge control device comprising:

a storage section that stores electric power supplied from
a power source and supplies the stored electric power
to a load;

a voltage monitoring section which, if the storage section
has its inter-terminal voltage being higher than or equal
to a predetermined upper limit voltage, determines that
the storage section is on a full charge, and which, if the
storage section has its inter-terminal voltage being
lower than or equal to a predetermined lower limit
voltage which is lower than the predetermined upper
limit voltage, determines that the storage section needs
to be charged;

a charge control section that controls charging to the
storage section in accordance with the inter-terminal
voltage of the storage section,
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the charge control device serving to control a state of
charging to the storage section,
if the inter-terminal voltage of the storage section

becomes less than or equal to the predetermined
lower limit voltage due to a voltage drop caused in
the storage section due to a resistance component
and a load current in the storage section when the
load is being driven by the electric power supplied
from the storage section and the voltage monitoring
section therefore determines that the storage section
needs to be charged, the charge control section, after
a predetermined period has passed, starts charging
from the power source to the storage section so that
the inter-terminal voltage of the storage section
becomes higher than or equal to the predetermined
upper limit voltage, wherein

the load carries out a predetermined operation composed
of a single action or plural actions when supplied with
the electric power from the storage section; and

a difference between the predetermined upper limit volt-
age and the predetermined lower limit voltage is set so
that the inter-terminal voltage of the storage section
changes from the predetermined upper limit voltage to
the predetermined lower limit voltage or lower due to
a voltage drop caused in the storage section while the
load is carrying out the predetermined operation,

the charge control device further comprising:

a forced drive section that forces the load to carry out a
predetermined forced operation other than the prede-
termined operation so that the load is forced to con-
sume more electric current than it does during the
predetermined operation,

wherein while the load is carrying out the predetermined
operation, if the inter-terminal voltage of the storage
section becomes less than or equal to the predetermined
lower limit voltage due to a voltage drop caused in the
storage section when the forced drive section forces the
load to carry out the predetermined forced operation,
the charge control section carries out charging from the
power source to the storage section so that the inter-
terminal voltage of the storage section becomes higher
than or equal to the predetermined upper limit voltage.

2. The charge control device as set forth in claim 1,
wherein while the load is carrying out the predetermined
operation, the inter-terminal voltage of the storage section is
kept higher than or equal to a predetermined drive voltage
necessary for driving the load.

3. The charge control device as set forth in claim 1,
wherein the charge control section controls the supply of the
electric power from the power source so that the storage
section is charged with at least as much as a difference
between the inter-terminal voltage of the storage section and
the predetermined upper limit voltage as obtained when the
inter-terminal voltage of the storage section recovers due to
dissolution of a voltage drop in the storage section by
stoppage of the load being driven.

4. The charge control device as set forth in claim 1,
wherein when a situation in which the inter-terminal voltage
of the storage section becomes lower than or equal to the
predetermined lower limit voltage due to a voltage drop in
the storage section while the load is being driven continues
for a predetermined period of time or longer, the voltage
monitoring section determines that the storage section needs
to be charged.

5. A drive load module comprising:

a charge control device;
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a power source that supplies electric power to the storage
section; and

aload that is supplied with driving electric power from the
storage section,

wherein the charge control device comprises:

a storage section that stores electric power supplied
from a power source and supplies the stored electric
power to a load;

a voltage monitoring section which, if the storage
section has its inter-terminal voltage being higher
than or equal to a predetermined upper limit voltage,
determines that the storage section is on a full
charge, and which, if the storage section has its
inter-terminal voltage being lower than or equal to a
predetermined lower limit voltage which is lower
than the predetermined upper limit voltage, deter-
mines that the storage section needs to be charged;

a charge control section that controls charging to the
storage section in accordance with the inter-terminal
voltage of the storage section,

the charge control device serving to control a state of
charging to the storage section,
if the inter-terminal voltage of the storage section

becomes less than or equal to the predetermined
lower limit voltage due to a voltage drop caused in
the storage section due to a resistance component
and a load current in the storage section when the
load is being driven by the electric power supplied
from the storage section and the voltage monitoring
section therefore determines that the storage section
needs to be charged, the charge control section, after
a predetermined period has passed, starts charging
from the power source to the storage section so that
the inter-terminal voltage of the storage section
becomes higher than or equal to the predetermined
upper limit voltage, wherein

the load carries out a predetermined operation composed
of a single action or plural actions when supplied with
the electric power from the storage section; and

a difference between the predetermined upper limit volt-
age and the predetermined lower limit voltage is set so
that the inter-terminal voltage of the storage section
changes from the predetermined upper limit voltage to
the predetermined lower limit voltage or lower due to
a voltage drop caused in the storage section while the
load is carrying out the predetermined operation,

the drive load module further comprising:

a forced drive section that forces the load to carry out a
predetermined forced operation other than the prede-
termined operation so that the load is forced to con-
sume more electric current than it does during the
predetermined operation,

wherein while the load is carrying out the predetermined
operation, if the inter-terminal voltage of the storage
section becomes less than or equal to the predetermined
lower limit voltage due to a voltage drop caused in the
storage section when the forced drive section forces the
load to carry out the predetermined forced operation,
the char e control section carries out charging from the
power source to the storage section so that the inter-
terminal voltage of the storage section becomes higher
than or equal to the predetermined upper limit voltage.

6. The drive load module as set forth in claim 5, wherein

the load includes:

one or more sensors that detect a predetermined environ-
mental parameter in an area surrounding the drive load
module; and
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a wireless transmission section that transmits a value
detected by the one or more sensors to a predetermined
receiving section located away from the drive load
module.

7. The drive load module as set forth in claim 5, wherein
the power source includes a vibration power generation
device that converts external vibration energy into electric
power or a solar power generation device that carries out
solar power generation.

8. The drive load module as set forth in claim 5, wherein:

the power source is constituted to include one environ-
mental power generation device that converts environ-
mental energy into electric power and to further at least
include a power supply device composed of another
environmental power generation device and a power
source device capable of external discharging; and

the storage section is supplied with electric power selec-
tively from said one environmental power generation
device or the power supply device or simultaneously
from said one environmental power generation device
and the power supply device.

9. A charge control method for controlling a state of
charging to a storage section that stores electric power
supplied from a power source and supplies the stored
electric power to a load,

the state of charging being controlled in accordance with
a criterion of determination by which, if the storage
section has its inter-terminal voltage being higher than
or equal to a predetermined upper limit voltage, it is
determined that the storage section is on a full charge,
and by which, if the storage section has its inter-
terminal voltage being lower than or equal to a prede-
termined lower limit voltage which is lower than the
predetermined upper limit voltage, it is determined that
the storage section needs to be charged,

the charge control method comprising the steps of:

detecting whether the inter-terminal voltage of the storage
section becomes less than or equal to the predetermined
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lower limit voltage due to a voltage drop caused in the
storage section due to a resistance component and a
load current in the storage section when the load is
being driven by the electric power supplied from the
storage section; and

if the inter-terminal voltage of the storage section
becomes less than or equal to the predetermined lower
limit voltage, causing the power source, after a prede-
termined period has passed, to charge the storage
section so that the inter-terminal voltage of the storage
section becomes higher than or equal to the predeter-
mined upper limit voltage, wherein

the load carries out a predetermined operation composed
of a single action or plural actions when supplied with
the electric power from the storage section; and

a difference between the predetermined upper limit volt-
age and the predetermined lower limit voltage is set so
that the inter-terminal voltage of the storage section
changes from the predetermined upper limit voltage to
the predetermined lower limit voltage or lower due to
a voltage drop caused in the storage section while the
load is carrying out the predetermined operation,

the charge control method further comprising:

forcing the load to carry out a predetermined forced
operation other than the predetermined operation so
that the load is forced to consume more electric current
than it does during the predetermined operation,

wherein while the load is carrying out the predetermined
operation, if the inter-terminal voltage of the storage
section becomes less than or equal to the predetermined
lower limit voltage due to a voltage drop caused in the
storage section when the forced drive section forces the
load to carry out the predetermined forced operation,
the charge control section carries out charging from the
power source to the storage section so that the inter-
terminal voltage of the storage section becomes higher
than or equal to the predetermined upper limit voltage.
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